GENERAL NOTES:

1. ALLDIMENSIONS AND LEVELS SHALL BE CHECKED ON SITE PRIOR TO
CONSTRUCTION WORK COMMENCING.
2. ALLLANDSCAPE DRAWINGS TO BE READ IN CONJUNCTION WITH ALL
P RELEVANT ENGINEER'S AND ARCHITECT'S DRAWINGS AND SPECIFICATIONS.
(R)‘;‘;eggE'\E'ESR%’g;g ication ref. 3. ALLDRAWINGS TO BE READ IN CONJUNCTION WITH THE LANDSCAPE

SPECIFICATION.

ANY DISCREPANCY CONCERNING THE DRAWINGS SHOULD BE REFERRED TO
GREEN ROOFS GENERALLY THE CA IMMEDIATELY.

All green roof details are to be installed and maintained in line with manufacturer's recommendations. Details ALL DIMENSIONS IN MILLIMETRES UNLESS NOTED OTHERWISE
show design intent only - refer to manufacturer's literature and technical information ALL LEVELS IN METRES.
IRRIGATION GENERALLY DO NOT SCALE OFF THIS DRAWING.

Irrigation to be installed in accordance with supplier recommendations. Leaky pipe (or other) irrigation system E:)C()l;-QSAGC?'EDRIQ\/IL(I:%‘IEC;AI?I-I‘IE:ON(I‘_V(\)EI\II\IST'I'SR?J%#II-(EI?IEVSSESE:EC?IV(\)I\II\\‘ESIIIEI\?E THE
required during establishment period AS A MINIMUM . Irrigation system may be retained during life of the green )
roof to ensure watering in time of dry/hot weather.
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ESTABLISHMENT WATERING AND MAINTENANCE SITE BOUNDARY
e After completion of the installation it will be necessary to keep the substrate and blanket damp for a =

minimum period of 10 weeks using temporary surface mounted sprinklers, or alternatively the permanent L
irrigation system should one be installed. Watering should be proactively carried out during this period as
required, but only if the substrate/ blanket begin to dry out.
¢ Please do not over-water! It is equally important to ensure that the green roof substrate does not become
totally saturated by either excessive watering through periods of cool, wet weather. Further information on Eg‘gr&l‘;rﬁgf’;ﬁgﬁiving with natural stone aggregate
watering requirements for this product is available to view or download from the Bauder web site surface. Finish: 'Breccia'. Size: 4g00mm square x somm depth
www.bauder.co.uk. Log in and visit our Technical Centre and review the document “Watering Requirement Colour: Majority of roof to be Bianco 630. Chess board and
Guidelines for Extensive and Biodiverse Green Roof installations” 2255;:5?2:3525;‘;;iﬂﬁ\:atzﬁ':oﬁiz ((‘l’i;th't"‘szs;c::)szl?:;{ir
e To encourage the plants to survive without too much irrigation and to harden them off in readiness to Hardscape Ltd (or equal and approved); Q25 310A ' '
survive winter, it is important to start cutting back on watering from early September. Sub-structure: Pedestals; Q25 480

« The maintenance requirement in the following years will depend upon the weather experienced through Supplier: Kinley Systems(or equal and approved)

the winter and early spring of each year and should follow our standard biodiversity green roof : GRAVEL MARGIN . A
. . . soomm width gravel vegetation barrier to green roof; Q37 440
maintenance guidelines.

o If the Bauder XF118 Wildflower Blanket has been installed the minimum recommended maintenance of the
vegetation is as follows: In the late autumn the vegetation is to be strimmed back to a 50-7omm height and
the unwanted waste matter removed and lowered to ground level for composting/disposal. In late
March/April apply an 8og/mz2 dressing of Bauder slow release organic fertiliser to the vegetated surface.

Taken from Bauder literature;

STREET FURNITURE

$8: SEATING - TIMBER TO ROOF TERRACE

Product: 'Clifton’ style slatted bench (straight)

Size: g0omm width x 2000mm length x 450mm height a.g.|
Material: FSC Certified Naturally Durable Hardwood Timber
Slats: 65mm width x gsmm height with 3omm design gap
between slats. Colour/Finish: band shape, powder coated - RAL
colour to be confirmed.

Supplier: Woodscape Ltd(or equal and approved); Q5o 227

Landscape Subcontractor to provide product/solution for watering requirements and installation.

RE3: RAISED EDGE - METAL PLANTER HIGH

Product: 'Planterline Bespoke

Size: 60omm total height x 3mm thick & 3omm rolled top

RE3 edge.Width and length varies to tie into paving dimensions.Roof
Tray system and protective fleece to base. Material: Powder
coated - RAL 7016. Accessories: Geotextile liner as Q3138s.

. Supplier: Kinley Systems (or equal and approved); Q50 232

RE4: RAISED EDGE - METAL PLANTER LOW

RE4 Product: 'Planterline Bespoke

Size: goomm total height x 3mm thick & 3omm rolled top edge
. to provide 1212mm width x 2836mm length planters to tie into

paving unit dimensions. Roof Tray system and protective fleece
g 7T = to base. Material: Powder coated - RAL 7016.
H @ F Accessories: Geotextile liner as Q31385
= : 5
Supplier: Kinley Systems (or equal and approved); Q50 233

DRAINAGE
IP2: IRRIGATION POINT/WATERPOINT TO ROOF TERRACE
Water point to allow for irrigation and clean up area for growing
® IP2 gardens. Lockable watering stand points with hose attachment
and insulated to prevent freezing to be provided to ensure
\ effective watering of all the soft landscape during the

establishment period and dry weather.
i@i Eji ; To engineer's detail and specification.

/ DF: DRINKING FOUNTAINS

Setting Out to MEP subcontractor detail.
DF 1no. to roof terrace, 2no. to ground floor.
H : ] Wall mounted drinking fountain with drinking point and water
bottle filling point. Supplier: MIW Water Cooler Experts.
\ e / Product: HALSEY TAYLOR 8FS-10UTSS; Q50 256
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J— SOFT LANDSCAPE
: v e— / GREEN ROOF SYSTEM

XF118 2smm wildflower pregrown extensive blanket with 8omm
depth substrate. Supplier: Bauder (or equal & approved); Q37

HEDGE PLANTING
Refer to Soft Landscape Plan COL-BDL-L1-ZZ-DR-L-0003

.' o ' ! & Dr —_—
\ | ‘E Po1-EWN - Irrigation points are required to all roof terraces with

soft landscape and irrigation to green roofs in line with Bauder
== . literature
+ %
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\ :: H Q \ NOTE: Details for benches and planters to roof terrace are part of BD
s i Stage 5 Deliverables. Please contact Emma Gibson/Rob Beswick if

[ ] \ these are required as part of a separate appointment/time-charge

basis.
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Stage 4 information not construction issue
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Po1- EWN - Irrigation points are required to all roof terraces with soft landscape and irrigation to green roofs in line with Bauder literature

Po1- EWN - Irrigation points are required to all roof terraces with soft landscape and irrigation to green roofs in line with Bauder literature
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