F3: RAILINGS TO BW3

1200mm height Barbican Imperial® Steel Fencing. Powder coated RAL 7016 to
match architectural metalwork.

Supplier: Jacksons Fencing Ltd (or equal and approved); Q40 340A

25mm flat top pales at 124mm centres

Base plate fixing to wall BW3 in accordance manufacturer's recommendations
and to engineer's detail and specification

BW3: LOW PROPOSED BOUNDARY WALL
215mm thick x 1200mm height brick wall to match school brick type.
To to engineer's detail and specification.

BW3: LOW PROPOSED BOUNDARY WALL
215mm thick x 1200mm height brick wall to match architectural facade
To boundary to engineer’s detail and specification.

F4: RAILINGS

2400mm height Barbican Imperial® Steel Fencing. Powder coated RAL 7016 to
match architectural metalwork.

Supplier: Jacksons Fencing Ltd (or equal and approved); Q40 341

32mm flat top pales at 129mm centres in accordance with manufacturer's
recommendations

Root fixing to manufacturer's recommendations

TARMAC TO UPPER PLAYGROUND
Impermeable high grade pedestrian tarmac.
To engineer's detail and specification

Concrete foundations to engineer's detail and specification

3000mm maximum centres between posts
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Detail A: Railings F3 Section Elevation

3000mm max post centres
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Detail B: Railings F4 Section Elevation
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F3: RAILINGS TO BW3

1200mm height Barbican Imperial® Steel Fencing with 2smm flat
top pales. Powder coated RAL 7016 to match architectural
metalwork.

Supplier: Jacksons Fencing Ltd (or equal and approved); Q40 340A

HEDGE PLANTING
Refer to Detail 0306

BW3: LOW PROPOSED BOUNDARY WALL
215mm thick x 1200mm height brick wall to match school brick
type. To to engineer's detail and specification.

Concrete strip footing to engineer's detail and specification

K1: KERB EDGE TO PUBLIC REALM

29gomm width x 914mm length x 255mm depth Eco Countryside
Classic Wide Top Kerb. Supplier: Charcon (or equal and
approved); Q10 111. Refer to Detail 0308

Detail A: Railings F3 Section

RE2: RAISED EDGE - TIMBER EDGE STEPPED

200mm width x length to suit x 100mm depth timber
sleeper edge; stacked to provide 50-250mm height a.g.|
and recessed somm into surfacing. Supplier:
Contractor's Choice (or equal and approved); Q50 231.
Refer to Detail 315

Maximum 10omm depth ameliorated topsoil; Q28 525
Existing vegetation and topsoil to be stripped back to a
maximum 10omm depth using hand tools & being
careful not to damage roots

Detail B: Railings F4 Section
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F4: RAILINGS

2400mm height Barbican Imperial® Steel Fencing. Powder
coated RAL 7016 to match architectural metalwork.

Supplier: Jacksons Fencing Ltd (or equal and approved); Q40 341

32mm flat top pales

8omm Post

Dense aggregate concrete block, laid on mortar bed, to
engineer's detail and specification.
Refer to drawing: COL-PBA-ZZ-XX-DR-C-0026

Below ground fixing to manufacturer's recommendations.
Concrete foundations to engeneer's detail and specification

TARMAC TO UPPER PLAYGROUND
Impermeable high grade pedestrian tarmac.
To engineer's detail and specification
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GENERAL NOTES:

1. ALL DIMENSIONS AND LEVELS SHALL BE CHECKED ON SITE PRIOR TO
CONSTRUCTION WORK COMMENCING.

2. ALLLANDSCAPE DRAWINGS TO BE READ IN CONJUNCTION WITH ALL
RELEVANT ENGINEER'S AND ARCHITECT'S DRAWINGS AND SPECIFICATIONS.

3. ALLDRAWINGS TO BE READ IN CONJUNCTION WITH THE LANDSCAPE
SPECIFICATION.

4. ANY DISCREPANCY CONCERNING THE DRAWINGS SHOULD BE REFERRED TO
THE CA IMMEDIATELY.

5. ALL DIMENSIONS IN MILLIMETRES UNLESS NOTED OTHERWISE

6. ALLLEVELS IN METRES.

7. DO NOT SCALE OFF THIS DRAWING.

8. EXISTING SERVICE ALIGNMENTS SHALL BE CHECKED ON SITE BY THE

CONTRACTOR PRIOR TO CONSTRUCTION WORK COMMENCING.

Detail B Location Plan 1: 500 @ A1

NOTE:

(1) This detail shows design intent (see above image) and is not
a workshop construction drawing. Design to be to
manufacturer's detail and specification including fixing and

posts.
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